
 

These instruc ons should be read in conjunc on with 

the  contract  specifica on  and  drawings.  They  are 

intended  to  provide  guidance  in  normal  installa on 

situa ons.  If  there  are  any  ques ons  related  to  the 

design, unusual  installa on challenges, or any doubt, 

consult  ABG  for  further  advice.  In  all  situa ons, 

responsibility  for  installa on  remains  with  the 

Installer.  

 

Cavidrain Invert is  a  pre‐formed  drainage  layer 

comprising of a proprietary large cuspated HDPE core 

with  large  selvedges  developed  specifically  for  the 

drainage  of  tunnel  inverts.  Cavidrain Invert is  a 

collector  and  transporter  of  water  and  replaces  an 

invert drainage trench. 

 

 Cavidrain Invert 

 Terrex (geotex le) 

 Abseal Butyl Tape 

 

 Safety knife 

 Spreader boards     

 

Step 1.1 

Cavidrain Invert is  supplied  in  large panels and may 

be  sized  to  suit  the  tunnel  width.  The  panels  are 

supplied stacked on pallets and should be stored on a 

flat  dry  surface  and  covered  with  a  tarpaulin. 

Individual panel weight varies by project. They should 

not  be  dragged  across  surfaces.  Pallets  should  be 

moved  using mechanical  plant  such  as  a  crane  or  a 

forkli .  

 

 

 

General Advice 

Descrip on 

Products Supplied 

Equipment Required 

Prepara on for Laying and Storage 

Cavidrain Invert ‐ Tunnel Invert Drainage 

Fig. 1: Cavidrain Invert cut‐away diagram 

Fig. 2: Cavidrain Invert general layout 

Fig. 3: Use spreader boards during installa on 
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Cavidrain Invert 
PVC Liner 

(by others) 

Cavidrain Invert 

Concrete Infill 

Terrex Geotex le 

Cavidrain Protector 
(see separate installa on instruc ons) 
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Step 1.2 

Choose  the  star ng  point  and  direc on  of  laying 

(usually  the  downstream  end).  Consider  the  intended 

access point for placing the concrete infill to avoid any 

unnecessary  need  to  traffic  directly  over  Cavidrain 

Invert panels. Spreader boards should be used for foot 

traffic over panels (Fig. 3). Temporary diversion of any 

significant water flow may be required. 

 

 

Step 1.3 

Forma on  should  be  levelled with  crushed  aggregate 

or no‐fines concrete as necessary. 

Step 2.1 

Place a  layer of Terrex geotex le on  the  forma on  to 

prevent  fines migra ng  up  into  the  flow  channels  of 

Cavidrain Invert. 

 

 

Step 2.2 

Lay  the  first  Cavidrain Invert  panels  transversally 

between the concrete haunches. (Fig. 4). 

 

 

Step 2.3 

Lay  the  next  panel  of  Cavidrain Invert  with  the 

selvedges of adjacent panels abu ed or overlapped as 

required. 

  

 

Step 2.4 

Once a bay of panels is laid out, the joints can be taped 

and sealed with Abseal Butyl TapeNOTE 1.  

 

 

Step 2.5 

Carefully  pour  the  concrete  to  a minimum  thickness 
above  the  product  to  provide  strength  so  that  the 
product  can  be  trafficked  (Fig. 5).  For  specific 
informa on  on  minimum  thicknesses  and  working 
pressures, please contact ABG. 

 

 

 

Fig 4: Cavidrain laid transversally between haunches 

Cavidrain Invert ‐ Tunnel Invert Drainage 
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1.  Join ng details will  vary depending on  the  specific 

project  requirements.  Contact  ABG  Design 

Department for further guidance. 

 

Site  specific engineering design  should be  carried out 

a er  site  inves ga on has provided all  the necessary 

informa on. The assessment of suitable safety factors 

in  rela on  to  each  par cular  project  must  always 

remain the responsibility of the design engineer. 

 

 

 

Notes 

Terms and Condi ons 

Fig 5: Cavidrain Invert installed ready for concrete infill 

Installing Cavidrain Invert 
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